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Abstract- This paper presents a detailed load analysis, 
modeling of a Grid-connected photovoltaic (PV) system and costs 
analysis for an apartment in Abu Dhabi.  For load analysis, an 
apartment with an area of 550sq.ft. was selected. The main 
apartment load is air conditioning due to the hot climate.  A three 
year’s of load data has been used for simulation and optimization. 
The designed system has a 16.44kW, PV, an MPPT controller, and 
an 8.2kW DC/AC 3-phase inverter to supply electric power to the 
utility grid. The proposed model is optimized in Homer Pro 
software and the detailed model is simulated in 
MATLAB/Simulink. Using other software like PVsyst for sizing, a 
detailed analysis is performed, and simulation studies are 
presented. The simulation results show the stability of the system 
and the advantage of using a PV grid-connected system. The cost 
of the designed system has been compared with the electricity bills 
considering saving and using Homer optimized results; the 
feasibility of the proposed system is presented. 
Keywords— Renewable energy, Grid-connected PV, sizing of a PV 
system, load analysis, energy model for an apartment.  
I. INTRODUCTION 
Electricity is the most useful form of energy, and the current 
lifestyle has been dependent on electricity more than ever 
before. The major part of the energy is being produced from 
non-renewable energy sources at this point, which raises a big 
question mark on future economies of countries. Considering 
this fact, countries including U.A.E are taking initiatives to 
encourage people to find more sustainable solutions to fight 
excessive carbon-dioxide emissions and climate change. As a 
result, Dubai took the initiative in 2015 to start the “Shams 
Dubai” program which allows net metering [1] on a small scale. 
Soon after, Abu Dhabi started encouraging with ruling out net 
metering and improving safety standards of photovoltaic (PV) 
under net metering [2]. Although net metering has an upper cap 
of not exceeding 5MW according to recent regulations of Abu 
Dhabi, it still encourages a lot of residential consumers to adopt 
to this somewhat emerging trend of UAE. 
Soon after UAE’s governments started announcing the future 
of green buildings in 2011, people started making attempts to 
build and test alternate energy models for an arid climate. One 
of the most recent attempts in April 2019 has been made to have 
a detailed analysis of photovoltaic (PV) analysis of dry and hot 
environment residential buildings where 38% energy 
consumption of a residential facility can be covered by solar 
energy [3]. Since there are a lot of variables such as clean water 
supply from the government of Abu Dhabi and some buildings, 
use a central heating and cooling system. So, a detailed analysis 
is required where the idea of Self Consumption (SC) can be 
effectively implemented. This study will focus on detailed 
calculation of energy consumption of a residential apartment 
and how to design a sustainable PV system for a residential 
apartment in hot and dry climate like Abu Dhabi with 
consideration of continuous sandstorms and dust particles 
affecting the efficiency of the PV panel as mentioned in the 
literature [4],[5]. 
II. LITERATURE REVIEW 
It is highly important to understand the electricity consumption 
and demand of residential apartments to effectively design 
building model, plan broader policies, and overall distributed 
system planning. When an alternate energy consumption of an 
urban residential facility using a PV system is considered [6], 
and the idea of storing excess energy produced from the PV 
system kicks in. There are several recent attempts to calculate 
the energy consumption of standalone apartment energy 
consumption [7] and centralized energy distribution systems [8], 
which shows that it is more cost-effective to have a cartelized 
battery storage for SS apartment-style building. A detailed 
analysis is required considering the factors related to the 
environment and regulations of Abu Dhabi city [9] and most 
importantly these approaches consider ideal as oppose to the 
bottom-up approach used in the proposed solution. 
A. Approach and methodology: 
A typical approach to analyzing the consumption of electricity 
and analysis of residential units is generally categorized 
according to the type of data use and desired results. High level 
aggregated data at a wider network or substation can be used as 
a top-down approach, while here metered electricity load data 
at the consumer level is used as bottom-up approach and 
simulation data from a computer-aided software has been used 
with specific model design. There are few related examples 
which use similar bottom-up approach and comparison with the 
simulation of the computer-aided model [10], to visualize the 
overall consumption of a unit throughout the year in arid 
environment [11] and also the strategies of retrofitting efficient 
energy consumption techniques where the climate get hostile 
and extremely hot [12] but a detailed analysis is required that 
shows easy steps of designing a complete model. 
B. Other adaptable approaches to improve efficiency: 
A lot of detailed analysis has been done since the announcement 
of green energy initiative from UAE government, and most of 
the studies focus on residential buildings and comparison of 
small houses, and literature shows that Abu Dhabi and Sharjah 
are one of the best places to use PV technologies [13]. Even the 
government of Abu Dhabi is ruling out a lot of new policies and 
regulations of net-metering to encourage green technologies 
and to compensate gaps between the costs of PV production and 
the revenue from utilizing or selling the PV electricity. Self-
consumption can be defined as the share of the total PV 
production directly consumed by the PV system owner [14]. 
There are two major technologies that increase PV self-
consumption and improve the usability of the PV system, first 
using the batteries which have discussed previously, and the 
second most important one is load shifting. Manual load 
shifting can also be done on small scale residential building to 
increase self-consumption, where most items at nighttime are 
utilized on a minimum level because of the unavailability of 
solar energy. Finally, third and most important type is a grid 
connect system which is most convenient to use in UAE 
considering huge saving cost on batteries and system supplies 
excess energy to the grid during day when city needs energy for 
industry and at night when there is no solar energy and also less 
industry load on city grid, energy is used from the grid which 
has been supplied earlier. 
III. SITE SELECTION AND LOAD ANALYSIS: 
For the case study to implement an alternate energy solution on 
a domestic level, an average apartment in Abu Dhabi (Al-
Markaziya) has been selected in the heart of the bustling city. 
Figure 1 shows a huge solar energy potential on the selected 
site, where it is mostly clear with a few overcast days [14]. 
Moreover, figure 2 shows somewhat less favorable conditions 
for wind turbines considering low wind speed and high 
humidity and heat which increases equipment and maintenance 
cost. However solar power generation is the most favorable 
form of energy production as compared to other alternative 
methods. PV solution is in fact also encouraged by the Abu 
Dhabi government by passing net-metering regulations [15], 
according to which all domestic customers producing energy 
from solar rooftop systems are given energy credits for their 
excess energy. These points can be redeemed in the form of 








Now, if we take a look at the last four years' energy 
consumption data of the apartment, it shows a similar trend. 
Figure 3 shows an average energy consumption of the last four 
years of 1-BHK, which has two splits AC, four big LED lights, 
three light bulbs and other miscellaneous households like a 
refrigerator, etc. This apartment shows an average consumption 
peak during the evenings as this belongs to a working-class 
family. Figure 4 shows 
 
hourly profile throughout the week, which can be scaled later. 
Although the trend has been a bit different on the weekend 
overall energy consumption in a day was in the range of ±10% 
which is to be noted at 22.7KWh/day. Further hourly seasonal 
load data was approximated using reports generated by smart 
meter and, figure 5 shows that during the peak hours in July, 
load reach to maximum rated consumption of 5KWh. 
 
Now, considering data given in figure 1 shows the average solar 
potential of 5.6KWh/m^2/day. Whereas, the apartment selected 
for analysis has an area of 550sqft. So, 




  𝑋 0.15 𝑋 50.1𝑚2 = 42.084 
𝐾𝑊ℎ
𝑑𝑎𝑦
                      (1) 
Which shows the apartment can produce double the amount of 
electricity required to sustain. But this building has five floors 
and six apartments on each floor, which means there will not be 
enough space for everyone to install solar panels on the roof. 
For that purpose, solar park has to be created away from the site 
























































Figure 2 Wind speed data for selected location at the height 
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Figure 3 Average monthly power consumption of selected site 
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An entirely different study needs to be done on how a maximum 
area of a building and the characteristics of PV installation. 
Finally, after simulation of the system in PVsyst, results are 
verified, and the area required for installation of the PV system 
was calculated to be 30m^2, and the sizing results are further 
verified using the Homer Pro tool. 
IV. SYSTEM SPECIFICATION AND OPTIMIZATION: 
For steady-state system analysis and optimized solution, Homer 
pro software has been used. It allows the user to do sensitivity 
analysis with all the possible scenarios and gives the user the 
flexibility to quickly see the impact of on final results with a 
modified system to get desired optimized results. Now, 
considering a Grid-connected system structure as shown in 
figure 7, integrated blocks selected in the Homer Pro software 
for simulation and optimization, where sensitivity analysis has 
been performed generates over a 1000 different combination 
has been analyzed. Finally, the best possible solution 
considering capital cost, operating cost, power rating, deterring 










For simulation purposes, solar system SUN Power (SER-220P) 
has been selected where an estimated one plate costs C$350 
including installation cost. The detailed specification has been 
shown in table 1. Several software like Homer pro, Hybird2, 
and RET screen provide resource estimation based on historical 
data. Considering the urban setup, evolving load profile, 
calculation of shades of nearby buildings or trees and tilt 
properties of PV panel other software like PVSyst, Solar Pro 
and Ecotect helps in optimization to calculate the closest 














TABLE 1 SUNPOWER (SER-220P) 
 
V.  DETAILED SYSTEM DESIGN: 
After a detailed analysis of the system, analyzing similar system 
dynamics [16] [17][18], a controller has designed as been 
designed which follows a similar parent [19], also shown in 
figure 8. Previously, it has been concluded that the most 
optimized solution, as shown in figure 9, is to have a Grid-Tie 
system with MPPT and battery controller. This system has a 
payback period of around 13 years with more reliable and 
economical solution. As can be seen in figure 8, required power 
should be 14.5KW from the PV system. The system is 
connected to the grid, and the most challenging part is to have 
controller designed to match the frequency of the grid, THD 
should be less than 0.1%, so, for this purpose, a generalized 
study helps implement ways to reduce error [20] and to reduce 
harmonics[21]. 
 
A. System presentation: 
The presented system model of PV solution, composed by: 
▪ SER-220P PV module with the parameters is shown in table1 
and total power of 16.4KW as optimized in PVsyst and 
Hommer. 
▪ Boost converter and the transformerless system have been 
presented to step-up the voltage of the PV system to 500VDC 
which makes the system scalable for future usage with 
multiple sub-systems and loads. 
▪ Feedback and Phase-locked loop system with self-filter 
output 
▪ A three-phase coupling transformer of 380/25kV. 
▪ Controller blocks have been used to track maximum power 
point and to control the magnitude, frequency, and total 
harmonics disturbance with VLL = 380V and the grid 
frequency to be 50Hz. 
Figure 8 represents the flow chart and figure 9 represents the 
actual modeling of the control circuitry of the system using 
MATLAB/ Simulink software. A detailed analysis shows the 
stability of the system with grid-connected configuration. 
 
Parameters Index Values 
Maximal power Pmax 219 W 
Open circuit voltage Voc 36.3 V 
Short circuit current Isc 8.3A 
Voltage at MPP Vmp 29.02A 
Current at MPP Imp 7.58A 
Temperature  Isc 0.061745 
Shunt resistance Rsh 95.1262 
Series resistance Rs 0.37152 





Figure 8 Proposed system flowgraph 
 
B. The PV system Maximum Power utilization: 
PV array has been represented in figure 9, and the MPPT 
controller has been represented in the orange box. There have 
been eight strings in series of SER-220P and ten parallel strings 
to sum-up the total energy to be 17.5KWH, and adding standard 
working conditions 16.44KWH power by the PV system is 
being supplied to the system as can be seen by the blue 
measurement boxes. Furthermore, at any instant, it is important 
to extract maximum power generated by the solar cells. For that 
purpose, the circuit is required to control duty cycle given to 
boost converter for continuous controlling PV voltage or 
current regardless of the system attached to load or connected 
to Grid. For maximum power point tracking, incremental 
conductance method has been implemented which has high 
response time [18], following is the quick explanation where 
the maximum power point is achieved when: 
𝑑𝑉
𝑑𝑃
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where P = V*I 
dI, dV  = components of I and V ripples measured with respect 
to time 
I , V   = mean values of V and I measured with a sliding time to 











C. Boost converter: 
In this proposed system, IGBT and diode have been used to step 
up the voltage. In the boost converter, the average output 
current is less than the average inductor current. [22]. When the 
switch is ON, the inductor starts to store energy with increasing 
current through the inductor. On the other hand, when the IGBT 
switch is closed, the stored energy in the inductor is dispatched. 
Consequently, the average voltage across the load is greater 
than the input voltage supplied. Figure 11 shows the diagram of 
boost converter implemented. 
 
D. DC-AC controller: 
To feed current to the grid, DC current supplied by PV system 
is to be converted into AC that must have exact symmetrical 
components as the grid. VSC converts 500 VDC into 380AC 
pure sine wave. It consists of two feed-back control loops: 
▪ An external control loop that regulates DC link voltage to 
+/- 380 V. 
▪ An internal control loop that regulates grid currents 
▪ The control system uses a sample time of 100 microseconds 
for voltage and current controllers. 
 
Figure 9 Complete Simulink model in MATLAB showing how proposed system has been designed 
Figure 10 MPPT configuration in Simulink 
Figure 11 Boost converter 
Figure 12 DC-AC controller 
Boost converter and VSC converters use pulse width 
modulation and fast sample time to achieve appropriate 
resolution of PWM waveforms [24]. Figure 12 shows some 
details of controller. 
 
E. Simulation results and discussion 
 
The system has been tested at 1000 irradiance and 40 degree of 
temperature, as can be seen in figure 9, complete system design 
has be shown in where all components have been tested with 
full load and Grid connectivity to get stable system and figure 
10 represents the detailed arrangements of the components and 
flowing figure 13 and figure 14 shows stable output of 380V 
peak value of line-to-line voltage. It is very important to discuss 
DC to AC controller which has been implemented by getting 
feedback from phase a and phase b. PLL method gets line-to-
line current from the output and then compared it with zero 
references current value. By using this technique, the whole 
model shows stable output while connected to grid. 
 
 
VI. CONCLUSION  
For an average apartment in Abu Dhabi, the proposed system 
has a huge benefit since it does not require huge amount of 
investment. Considering the Net-metering rule for Abu Dhabi 
this system has benefit but at the same time, it is totally 
dependent on the Gird for getting power back during the usage 
at nighttime. As it has been discussed that, considering average 
mostly electricity bill as saving, this system pays off its cost 
within 15years and starts giving savings. The payback period 
could be even less if new policies of government is considered 
where the government is starting to implement taxation policies 
and the same time encouraging people to use green energy 
systems, especially rooftop PV systems by constantly 
improving regulation and policies. 
 
VII.  FUTURE WORK: 
This system has been designed as a Grid-connected system, but 
a standalone system has also been studied during the process. 
To implement a standalone PV system, an entire study is 
required, where system is to be tested with battery bank and as 
cost of batteries affect the overall feasibility of the system so 
the cost and stability of the system can be analyzed.  
 
VIII. REFERENCES 
[1] Janice Ponce de Leon, “Solar energy to power your building in Dubai?,” 
UAE Gulf News, March 15, 2015. [Online], Available: 
https://gulfnews.com/uae/environment. [Accessed May. 27, 2019]. 
[2] Emiliano Bellini, “Abu Dhabi releases safety standards for PV under net 
metering, ”PV-magazine, June 21, 2017. [Online], Available: 
https://www.pv-magazine.com/2017/06/21/. [Accessed May. 27, 2019]. 
[3] A. Juaidi, F. AlFaris, F. Saeed, E. Salmeron-Manzano, and F. Manzano-
Agugliaro, “Urban design to achieving the sustainable energy of 
residential neighbourhoods in arid climate,” J. Clean. Prod., vol. 228, pp. 
135–152, 2019. 
[4] Y. Chen et al., “Experimental study on the effect of dust deposition on 
photovoltaic panels,” Energy Procedia, vol. 158, pp. 483–489, 2019. 
[5] A. A. Hachicha, I. Al-Sawafta, and Z. Said, “Impact of dust on the 
performance of solar photovoltaic (PV) systems under United Arab 
Emirates weather conditions,” Renew. Energy, vol. 141, pp. 287–297, 
2019. 
[6] B. Abu-hijleh and N. Jaheen, “Energy and economic impact of the new 
Dubai municipality green building regulations and potential upgrades of 
the regulations,” Energy Strateg. Rev., vol. 24, no. February 2018, pp. 
51–67, 2019. 
[7] M. B. Roberts, N. Haghdadi, A. Bruce, and I. Macgill, “Characterisation 
of Australian apartment electricity demand and its implications for low-
carbon cities,” Energy, vol. 180, no. 2019, pp. 242–257, 2020. 
[8] M. B. Roberts, A. Bruce, and I. Macgill, “Impact of shared battery energy 
storage systems on photovoltaic self- consumption and electricity bills in 
apartment buildings,” Appl. Energy, vol. 245, no. April, pp. 78–95, 2019. 
[9] M. Alamaniotis, N. Bourbakis, and L. H. Tsoukalas, “Enhancing privacy 
of electricity consumption in smart cities through morphing of anticipated 
demand pattern utilizing self-elasticity and genetic algorithms,” Sustain. 
Cities Soc., vol. 46, no. August 2017, p. 101426, 2019. 
[10] Y. Z. Alharthi, A. Alahmed, M. Ibliha, G. M. Chaudhry, and M. K. 
Siddiki, “Design, simulation and financial analysis of a fixed array 
commercial PV system in the City of Abu Dhabi-UAE,” 2017 IEEE 44th 
Photovolt. Spec. Conf. PVSC 2017, pp. 1–4, 2017. 
[11] C. Alalouch, S. Al-Saadi, H. AlWaer, and K. Al-Khaled, “Energy saving 
potential for residential buildings in hot climates: The case of Oman,” 
Sustain. Cities Soc., vol. 46, no. July 2018, p. 101442, 2019. 
[12] S. N. J. Al-Saadi, J. Al-Hajri, and M. A. Sayari, “Energy-Efficient 
Retrofitting Strategies for Residential Buildings in hot climate of Oman,” 
Energy Procedia, vol. 142, pp. 2009–2014, 2017. 
[13] Z. Said and A. Mehmood, “Standalone photovoltaic system assessment 
for major cities of United Arab Emirates based on simulated results,” J. 
Clean. Prod., vol. 142, no. November 2014, pp. 2722–2729, 2017. 
[14] holiday-weather, “Abu Dhabi, UAE, Annual Weather Averages”[Online], 
Available: https://www.holiday-weather.com/abu_dhabi/averages/. 
[Accessed June. 12, 2019]. 
[15] Abu Dhabi Distribution Co, “Rooftop Solar and Net Metering” [Online], 
Available: https://www.addc.ae/en-US/residential/Pages/Rooftop-Solar-
and-Net-Metering.aspx. [Accessed June. 12, 2019]. 
[16] L. Zaghba, N. Terki, A. Borni, and A. Bouchakour, “Intelligent control 
MPPT technique for PV module at varying atmospheric conditions using 
MATLAB/SIMULINK,” Proc. 2014 Int. Renew. Sustain. Energy Conf. 
IRSEC 2014, pp. 661–666, 2014. 
[17] M. Jazayeri, S. Uysal, and K. Jazayeri, “Evaluation of maximum power 
point tracking techniques in PV systems using MATLAB/Simulink,” 
IEEE Green Technol. Conf., pp. 54–60, 2014. 
[18] M. Lokanadham and K. V. Bhaskar, “Incremental Conductance Based 
Maximum Power Point Tracking (MPPT) for Photovoltaic System,” Int. 
J. Eng. …, vol. 2, no. 2, pp. 1420–1424, 2012. 
[19] B. Fekkak, M. Menaa, and B. Boussahoua, “Control oftransformerless 
grid-connected PV system using average models of power electronics 
converters with MATLAB/Simulink,” Sol. Energy, vol. 173, no. August, 
pp. 804–813, 2018. 
[20] A. Islam and M. I. B. Chowdhury, “A simulink based generalized model 
of PV cell / array,” 2014 3rd Int. Conf. Dev. Renew. Energy Technol., no. 
1, pp. 1–5, 2014. 
[21] M. Kamran, M. Mudassar, M. R. Fazal, M. U. Asghar, M. Bilal, and R. 
Asghar, “Implementation of improved Perturb & Observe MPPT 
technique with confined search space for standalone photovoltaic system,” 
J. King Saud Univ. - Eng. Sci., 2018. 
[22] A. A. Siddik and M. Shangeetha, “Implimentation of Fuzzy Logic 
Controller in photovoltaic Power generation using Boost converter and 
Boost Inverter,”International Journal of Power Electronics and Drive 
System (IJPEDS), vol/issue: 2(3), pp. 249-256, 2012. 
[23] Y. Mon, T. Htet, A. Z. Ya, and H. A. Thar, “Performance Analysis of 
Solar Photovoltaic Array Configurations to reduce Mismatch Losses 
under Partial Shaded Conditions,” pp. 1–7. J.  
[24] Kasera, et al, “Design of grid connected Photovoltaic System Employing 
Incrimental Conductance MPPT Algorithm,” Journal of Electrical 
Engeneering. 
Figure 13 Figure 14 
